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No-regrets strategies for reducing greenhouse gas 
emissions 
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An integrated approach for choosing among 
energy supply- and demand-side measures shows 
that, compared to business-as-usual demand 
patterns, global greenhouse-gas emissions can be 
reduced well below current levels with net econo- 
mic benefits to society. Given these findings, a 
'wait-and-see' stance towards new initiatives in 
energy and environmental policy is not economi- 
cally justifiable. Achieving significant emissions 
reductions, however, will require commitments 
to policies aimed at enabling energy markets to 
function more efficiently and supporting legisla- 
tion where market forces do not suffice. 
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Any strategy to reduce greenhouse gas emissions 
must involve the global energy system, because 
fossil-fuel-based energy consumption currently 
causes around 50% of global greenhouse forcing, a 
To stabilize atmospheric concentrations of the major 
greenhouse gases at today's levels will require im- 
mediate reductions of over 60% of current anthro- 
pogenic carbon dioxide (CO2), nitrous oxide (N20) 
and chlorofluorocarbon (CFC) emissions and 15% 
to 20% reductions for methane (CH4). 2 Can such 
reductions be accomplished, and would they be 
compatible with developing countries' ambitions and 
continued economic growth in the industrialized 
countries? If so, what would they cost? 

These questions became especially relevant when 
the World Energy Conference (WEC) published 
projections in 1989 suggesting that global primary 
energy demand would grow by 76% by the year 2000 
as economic growth proceeded, and that the associ- 
ated CO2 emissions would grow by 69% despite a 
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three-and-a-half-fold increase in nuclear power 
capacity. 3 

Recent econometric studies suggest that signifi- 
cantly reducing CO2 emissions will be very 
expensive. 4 This conclusion tempts policymakers to 
postpone any response to the climate change prob- 
lem, and to wait instead for undisputed scientific 
proof that climate change is occurring. However, 
while the marginal costs of major reductions may be 
high, measures with no net cost compared to the 
'business-as-usual' alternative are available for be- 
ginning to reduce emissions. 

An energy strategy aimed at reducing greenhouse 
gas emissions at the least cost can combine different 
approaches: fuel switching, improved energy con- 
version efficiencies and improved energy end-use 
efficiencies. Many applicable technologies, especial- 
ly end-use technologies, are presently available, but 
average efficiency levels do not come close to those 
of the best products on the market. Ongoing re- 
search and development work suggests that many 
more opportunities to reduce greenhouse gas emis- 
sions will become available. In this article, we de- 
scribe a variety of existing and emerging energy 
supply and end-use technologies, their costs and 
their associated emissions savings, and case studies 
of their possible application in the USA, Sweden 
and the State of Karnataka, India. Finally, we 
present examples of policies to consider for realizing 
such opportunities. 

Specific opportunities 
Before making macro-level analyses covering entire 
sectors and geographical areas, it is necessary to 
review and compile data on specific measures for 
reducing greenhouse gas emissions. The net emiss- 
ions associated with those measures, compared to a 
chosen base case, must then be estimated. These 
estimates can be combined with the incremental 
costs of choosing each measure v those for the 
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base-case measures, in order to find the net cost (or 
benefit) of reducing emissions. 

This section highlights some examples of the cost- 
effectiveness of measures to reduce greenhouse gas 
emissions, using economic evaluations reflecting a 
societal perspective. We compare fuels and tech- 
nologies based on their costs without taxes and we 
use a societal discount rate of 6% (real) for calculat- 
ing annual costs of supply and end-use efficiency 
investments. Our method of making these calcula- 
tions is developed in Appendix 1 and a collection of 
examples is provided in Appendix 2. 

To provide a more complete assessment of green- 
house gas emissions, we have considered more than 
just combustion-related CO2. As a first step, we 
have included fuel-cycle emissions associated with 
the mining, processing, transporting and burning of 
fossil fuels. In some cases more than half of the 
emissions occur before the point of fuel combustion. 
We have also included greenhouse gases other than 
CO2. Including a broader range of emissions (ex- 
pressed in carbon equivalents) can lead to different 
rankings of measures. We found, for example, that if 
only CO2 is counted, compressed natural gas (CNG) 
automobiles appear 'better' than gasoline-fueled 
cars. However, total greenhouse gas emissions are in 
fact greater for CNG automobiles after including the 
CO2 releases from fuel production and related 
methane and N20 emissions. The same reversal of 
rankings occurs for vehicles burning coal- and 
natural-gas-based methanol. 

We find that all of the currently available end-use 
efficiency measures described in Appendix 2 (applic- 
able to lighting, passenger cars, appliances, space 
heating, motors, etc) reduce emissions while provid- 
ing a net economic benefit (ie savings) in the $100 to 
$500/tonne range. 5 Switching to biomass-based fuels 
for heating can also reduce emissions and provide a 
net economic benefit. Examples of biomass fuels 
include forest residues, agricultural wastes, by- 
products from the paper and pulp and sugar indus- 
tries, and materials grown on plantations specifically 
for energy purposes. Burning renewably-grown 
biomass feedstocks results in zero net carbon emis- 
sions when the carbon emitted from burning the fuel 
is just equal to the carbon reabsorbed from the 
atmosphere as replacement biomass is grown. 

For a given fuel, advanced commercially available 
electric power plants can also achieve emissions 
reductions at no net cost. Switching from coal to 
high-efficiency natural-gas-fired power plants avoids 
emissions and produces a net benefit of around 
$100/tonne of carbon equivalent. Switching to re- 
newables at today's prices tends to result in net 
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costs, but is expected to provide net benefits of 
around $100/tonne within 10 to 20 years. 6 Avoiding 
emissions by building new nuclear power plants 
would cost about $40/tonne of avoided carbon- 
equivalent emissions under today's US conditions v 
a benefit of $11/tonne for the industry's target costs. 7 

Efficiency opportunities 
There are many cases in which a variety of technolo- 
gies exist that serve the same function (ie, provide 
the same service) but require very different amounts 
of energy to do so. Efficient light bulbs, refrigera- 
tors, cars, motors, pumps, fans, and compressors are 
just a few examples. There is a large global potential 
for reducing energy requirements by introducing the 
most efficient technologies as replacements for the 
current equipment stock in the natural turnover 
cycle and as the stock grows. Many studies, four of 
which are described in this article, have been carried 
out that estimate the energy efficiency gains and 
emissions reductions achievable by applying efficient 
technologies. Physical and technical limits for these 
technologies are still far from being realized in most 
cases, thus continued research and development can 
continue to provide large returns. 

Lighting. Lighting typically comprises 10 to 20% of 
electricity demand in developing and industrialized 
countries. Today, indoor lighting is often provided 
by incandescent lamps. As an example of providing 
lighting services with reduced energy input, a 15- 
watt compact fluorescent lamp can be used to re- 
place a 75-watt incandescent lamp. The compact 
fluorescent lamp provides the same energy service 
(lumen output), but requires five-times less electric- 
ity to do so. 

Efforts to promote energy efficiency often focus 
on lighting. In Europe, 33 utility programmes that 
used financial incentives to promote the use of 
compact fluorescent lamps achieved an average cost 
of conserved energy of ¢2.1/kWh, including all direct 
and indirect costs for lamps, administration, adver- 
tising, postage, etc. 8 

Significant amounts of energy can also be saved in 
conventional fluorescent lighting systems. The 
Swedish utility Vattenfall recently completed a light- 
ing retrofit demonstration at their headquarters. By 
modifying their existing fluorescent systems to use 
efficient lamps, ballasts, daylighting controls, 
occupancy sensors and other measures Vattenfall 
achieved a cost-effective 71% reduction in the elec- 
tricity used for lighting. The quality of office lighting 
was also improved markedly. 
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Passenger cars. The global fleet of gasoline-fueled 
vehicles emits larger quantities of greenhouse gases 
than any other category of end-use devices. In the 
USA the production, distribution and combustion of 
transportation fuels account for approximately 27% 
of all fossil-fuel-related CO2 emissions. 9 Efficiency 
improvements effectively avoided more than 500 
million tonnes (rot) of carbon-equivalent emissions 
between 1974 and 1985 (inclusive). 10 Emissions from 
new gasoline-fueled cars can be cut by over three- 
fourths through higher efficiencies, and can be vir- 
tually eliminated with vehicles that utilize non-fossil 
fuel sources. 

Significant efficiency improvements have already 
been achieved in passenger cars: the average nomin- 
al (laboratory test) fuel efficiency for new passenger 
cars sold in the USA improved by 50% (to 8.4 
litres/100km) between 1973 and 1986.11 Of these 
efficiency gains 90% can be attributed to fuel- 
efficiency improvements as opposed to a shift in 
vehicle mix. 12 

A wide range of technologies are available today 
for further increases in the fuel-efficiency of new 
automobiles] 3 some of which can bring about im- 
provements with negative to small positive costs. 
From an efficiency standpoint, one of the most 
advanced passenger-car prototypes is the Toyota 
AXV. This four- to five-passenger car has a fuel 
efficiency of only 2.4 1/100km. TM A similar example 
is the Light Component Project prototype (LCP- 
2000) produced by Volvo. This four-passenger auto- 
mobile passes the world's most stringent crash and 
emissions tests (ie, California's), achieves a fuel 
efficiency of 3.6 litres/100 km, and was designed to 
cost about the same to manufacture as an average 
subcompact car at a production level of 20 000 
cars/year. 15 The Elsbett engine used in this car can 
be operated with biomass-derived fuels as well as 
gasoline. 16 

Many of the technological advances that can re- 
duce fuel consumption in gasoline-fueled cars will be 
applicable to methanol cars as well. Because of the 
better combustion properties of methanol, methanol 
vehicles have an intrinsic potential for achieving fuel 
efficiencies that are up to 25% better than those for 
gasoline and compressed natural gas (CNG) 
vehicles. 17 

Efficient electric vehicle technology is in a rapid 
stage of development. General Motors, for example, 
has announced its intention to market its protoytype 
electric car: the Impact. This two-passenger car is 
expected to consume a mere 0.07 kWh/km (a gaso- 
line equivalent of 1.7 1/100 km): only 14% of the 
primary energy consumption of the 1987 US stock- 

average gasoline-fueled vehicle. 18 As in the case of 
methanol, the amount of emissions from electric 
vehicles depends on the feedstock used, in this case 
to produce the electricity. 

Supply opportunities 
Modernization of power generation. The average 
conversion efficiency from primary fuels to electric- 
ity in new power plants has slowly improved in 
recent years. Vigorous R&D efforts underway dur- 
ing the 1980s resulted in maximum efficiencies of 
about 45% (on a higher heating value basis) for 
commercially available combined-cycle power plants 
fueled with natural gas. 

The choice of fuel and conversion technologies 
has an important effect on the amount of greenhouse 
gas emissions from electric power production (Fig- 
ure 1). Replacing average conventional coal-fired 
steam plants with pressurized fluidized-bed combus- 
tion plants (PFBC, also coal-based), reduces emis- 
sions by almost 20%. A further 48% reduction can 
be achieved by switching to natural gas and the best 
available combined-cycle power plants. 

Power plant conversion efficiencies could be in- 
creased beyond currently-available levels with con- 
tinued development of aeroderivative gas turbines. 
Through a combination of measures, such turbine 
designs currently reach 54% in natural-gas-fired 
systems. 19 The capital costs of these power plants 
($500/kW) are estimated to be lower than those of 
new central-station, coal-steam plants with flue-gas 
desulphurization, nuclear or hydroelectric power 
plants. 

The simultaneous production of electricity and 
useful heat (cogeneration) offers still higher 
emissions-reduction possibilities. The total system 
efficiencies of some cogeneration applications are 
well above 80%. Total system emissions can be 
minimized by combining the best available technolo- 
gies to meet a given demand for electricity and heat. 
Figure 1 compares cogeneration systems with 
central-station plants that provide no useful heat. 
Cogeneration based on natural gas offers an addi- 
tional 38% emissions reduction beyond the best 
available combined-cycle plants fired with natural 
gas. The plants with the lowest emissions also have 
the lowest costs. 

The emergence of highly efficient gas turbines has 
provided new opportunities for utilizing gasified 
solid fuels such as biomass and coal. Advanced gas 
turbines using gasified coal have been demonstrated 
in coal-integrated-gasifier/gas turbines (CIG/GT). 
Advanced gas turbines fired with gasified wood 
(BIG/GT) have not been demonstrated, but detailed 
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Notes: a = cogeneration. Greenhouse-gas emissions vary substantially among 
commercially-available technologies for producing heat and power. Central-station 
power plants are compared with cogeneration plants providing both useful heat and 
power. The energy requirement for electricity production using cogeneration technolo- 
gies is taken as the total energy supplied minus that which would have been required to 
produce the heat independently (assuming a boiler efficiency corresponding to a 
lower-heating-value of 90%). All power plant efficiencies (Eft) are based on higher 
heating values. For the cogeneration systems, the power-to-heat ratios are given as 
E/H. The greenhouse gases are expressed as an equivalent amount of carbon dioxide 
(CO2eq/kWhe). Methane and methane-related fuel-cycle emissions from coal, oil, and 
natural gas consumption are taken into account (see Appendix 1). l. Average 
conventional steam turbine (coal, Eff 34%); 2. Best available steam turbine (coal, Eff 
39%); 3. Pressurized fluidized bed combustion (PFBC) (coal, Eft 42%); 4. Average 
conventional steam turbine (oil, Eft 38%); 5. Best available combined-cycle gas 
turbine (oil, Eft 48%); 6. Cogeneration: average conventional steam turbine (coal, Eff 
78%, E/H = 0.50); 7. Average combined-cycle gas turbine (natural gas, Eff 36%); 8. 
Cogeneration: best available steam turbine (coal, Elf 83%, E/H = 0.60); 9. Best 
available combined-cycle gas turbine (natural gas, Eft 45%); 10. Cogeneration: 
pressurized fluidized bed combustion (coal, Eft 86%, E/H - 0.65); 11. Cogeneration: 
best available steam turbine (oil, Eff 81%, E/H = 0.60); 12. Cogeneration: steam- 
injected gas turbine (natural gas, Eft 75%, E/H = 0.80) 13. Cogeneration: best 
available combined-cycle gas turbine (natural gas, Eft 77%, E/H = 1.0) 

des ign  s tudies  ind ica te  tha t  it may  be poss ib le  to 
c ommerc i a l i z e  t h e m  m o r e  quickly  than  C I G / G T  
schemes .  This  is because  b iomass  is i nhe ren t ly  c lean-  
er  and  eas ie r  to gasify than  coal  and  because  the  
scale of  d e m o n s t r a t i o n  p lan t s  is also a p p r o p r i a t e  for  
c o m m e r c i a l  app l ica t ions ,  z° 

Modernization o f  sugar cane and alcohol industries. 
The  sugar  cane  indus t r ies  in d e v e l o p i n g  coun t r i e s  
offer  a pa r t i cu la r ly  p romis ing  a r ea  for  the  appl ica-  
t ion of  B I G / G T  techno log ies .  Sugar  cane  p r o d u c t i o n  
yie lds  two k inds  of  b iomass  fuel  su i tab le  for  gasif ica-  
t ion:  bagasse  and  b a r b o j o .  Bagasse  is the  res idue  
f rom crushing the cane ,  and  is thus  ava i lab le  dur ing  
the mi l l ing season;  b a r b o j o  is the  tops  and leaves  of  
the  cane  p lan t  tha t  cou ld  be ha rves t ed  and  s to red  for  
use af te r  the  mil l ing season.  O g d e n  et al calcula te  

tha t  by  the  yea r  2027 the 80 sugar  cane  p r o d u c i n g  
de ve lop ing  coun t r i e s  could  thus  g e n e r a t e  70% m o r e  
than  the i r  total 1987 e lec t r ic i ty  p r o d u c t i o n  f rom all 
sources .  M o r e o v e r ,  the  costs  would  be  compe t i t i ve  
with conven t iona l  sources  of  e lec t r ic i ty  based  on 
fossil fuels.  

The  e thano l  s imu l t aneous ly  p r o d u c e d  f rom cane  
wou ld  be  equ iva len t  to  a b o u t  9% of  to ta l  o i l -use  in 
all d e ve lop ing  coun t r i e s  in 1987. O d g e n  et al po in t  
out  that  were  the  e lec t r ic i ty  p r o d u c e d  ins t ead  f rom 
coal ,  and  were  the  a lcohol  and  m e t h a n e  used  ins tead  
of  gasol ine  in the  t r a n s p o r t  sec tor ,  the  add i t iona l  
CO2 emiss ions  wou ld  equa l  nea r ly  half  of  the  to ta l  
1986 e m i s s i o n s  f rom fossil  fuels  in d e v e l o p i n g  
count r ies .  21 

Solar electricity. Cur ren t ly ,  a b o u t  l 500 M W  of  wind  
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capacity and 300 MW of solar thermal capacity is 
installed in the USA, mostly in California. The 
electricity costs from these systems are in the ¢5 to 
¢10/kWh range, and ongoing development work is 
expected to lower costs to the point where they 
will be cost-competitive for wholesale power 
generation. 22 Perhaps the most promising solar tech- 
nology is the solid-state photovoltaic (PV) cell, 
which converts sunlight directly to electricity. The 
costs are presently ¢30 to ¢35/kWh, and projected by 
five US National Laboratories to drop to ¢4 to 
¢5/kWh by 2020 to 2030. 23 About 40 MW of photo- 
voltaic capacity is currently installed worldwide, 
with the greatest market in remote applications 
where the high costs are acceptable. Projections 
based on development work in the PV industry 
suggest that photovoltaics will become competitive 
with fossil-fuel power plants within a decade: 

The development of large-scale, computer-integrated 
manufacturing lines should decrease the manufacturing 
costs of amorphous silicon solar cells to less than $l/Wp by 
the early 1990s, leading to the development of both 
residential and central station utility applications in the 
mid-to-late 1990s. 24 

Global, national and regional examples 
What are the likely future economic and emissions 
impacts of individual measures such as those we 
have described, if combined and applied at the 
global, national or regional levels? Evaluations 
aimed at answering this question must begin by 
assuming a certain level of economic growth. The 
economic growth rates (and embedded assumptions 
regarding growth in material output and demog- 
raphic factors) can then be used to project the future 
demand for energy services. Once a demand level 
for energy services is determined, specific technolo- 
gies for providing them can be evaluated and com- 
pared. Before proceeding to scenarios, we make a 
few points about projecting the future demand for 
energy services. 

Energy, development and economic growth 

History has shown that the link between economic 
growth and growth in energy demand has been 
broken, and there are good reasons to believe that 
there need not be a recoupling. In contrast to the 
trends for total energy consumption, electricity-use 
has tended to grow faster than GDP. However, 
growth in electricity/GDP in many countries includ- 
ing the USA, the UK, Japan, and West Germany 
slowed to zero in the mid-1970s and declined 
thereafterY 

The perhaps counter-intuitive decoupling of ener- 
gy demand and GDP growth occurs as a result of 
three on-going types of change: (1) structural 
changes in consumption patterns, towards fewer 
energy- and materials-intensive products and activi- 
ties, that take place as development in a country 
proceeds; (2) shifts towards products that are less 
energy- and materials-intensive; and, (3) improve- 
men t s  in ene rgy  c o n v e r s i o n  and end-use  
efficiencies. 26 The combined effect of these changes 
has been to reduce national energy intensity, even 
where there are no formal policies to promote the 
changes. 

Significant errors can be introduced into energy 
demand projections if these fundamental trends are 
ignored. For example, even if developing countries 
choose to follow the conventionally projected de- 
velopment path, structural and technological trends 
will enable them to be much less energy-intensive 
than their northern neighbours. With an effective set 
of national and international policies, the trend 
toward reduced energy intensity can be accelerated 
in both industrialized and developing countries. 

A global view 

Goldemberg et al found that by using efficient 
end-use technologies all of the energy services 
associated with a significant increase in the standard 
of living in both developing and industrialized coun- 
tries can be attained by the year 2020 with only a 
10% increase in global primary energy-use. 27 This is 
much lower than the increases in global energy-use 
projected by the WEC and others. The scenario 
results in a 10% decline in fossil-fuel CO2 emissions 
compared to 1980, using a conventional mix of 
energy sources, but relatively less reliance on coal. 
To achieve greater reductions, end-use efficiency 
measures need to be combined with increased use of 
non-fossil energy sources. 

Industrialized countries 

An example from the USA. The USA reduced its 
energy intensity by approximately 25% between 
1973 and 1986. Today's supply and end-use tech- 
nologies offer the prospect for significant additional 
efficiency gains. 28 

Possibilities for avoiding carbon emissions in the 
near term are shown as a function of cost for the 
USA in Figure 2. Each step in the figure corresponds 
to an end-use efficiency measure or a supply strategy 
that saves energy and reduces emissions at a given 
net benefit or cost compared to the current US 
Department of Energy (DOE) forecast for the year 
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Figure  2. Ne t  cost of  avoiding emissions:  U S A  in 2000. 

Notes: The x-axis shows total national carbon emissions reductions achievable through 
the adoption of the 11 cost-ranked measures listed below. 52 The upper limit (1.7 GT) 
represents the current US DOE forecast for the year 2000. The IPCC label indicates 
the level of reductions necessary to stabilize atmospheric concentrations of greenhouse 
gases, according to the Intergovernmental Panel on Climate Change. The y-axis 
indicates the net cost of implementing each measure. Negative costs reflect a net 
economic benefit compared to the DOE forecast. The average net economic benefit 
for steps 1-11 is $231/tonne. 1. Raise the Federal gasoline tax by ¢12/litre within five 
years and spend part of the revenue on mass transit and energy-efficiency programmes; 
2. Use white surfaces and plant urban trees to reduce air conditioning loads associated 
with the summer 'heat island' effect in cities; 3. Increase the efficiency of electricity 
supply through development, demonstration, and promotion of advanced generating 
technologies; 4. Raise car and light truck fuel-efficiency standards, expand the 
gas-guzzler tax, and establish gas-sipper rebates: new cars average 5.2/100km and new 
light trucks average 6.71/100km by 2000; 5. Reduce Federal energy-use through 
life-cycle cost-based purchasing; 6. Strengthen existing Federal appliance efficiency 
standards; 7. Promote the adoption of building standards and retrofit programmes to 
reduce energy-use in residential and commercial buildings; 8. Reduce industrial 
energy-use through R&D programmes, promotion of cogeneration, and further data 
collection; 9. Adopt new Federal efficiency standards on lamps and plumbing fixtures; 
10. Adopt acid rain legislation that encourages energy efficiency as a means for 
lowering emissions and reducing emissions control costs; 11. Reform Federal utility 
regulation to foster investment in end-use efficiency and cogeneration. 

2000. The forecast assumes 2.5% real economic 
growth. 

In the DOE forecast, US carbon emissions would 
increase by 200 million tonnes/year by the year 2000 
(13% of 1988 emissions). In contrast, 11 policy 
strategies for the year 2000 would lead to an emis- 
sions reduction of 170 mt (11%) from 1988 levels - 
similar to the global opportunity just described - and 
a cost reduction of $85 billion/year compared to the 
DOE forecast. The emissions reductions are accom- 
panied by an average economic benefit (savings) of 
$231/tonne.29 

These results reflect only 11 specific policies that 
pertain mostly to improved end-use efficiency, and 
are achievable over a period of 10 years. Renewable 
supply-side strategies are not included. Thus, the 

avoided carbon emissions represent only part of the 
long-run potential. For example, the use of biomass 
in electric power and heat production has not been 
included. This option is illustrated in the following 
example of an integrated supply-demand approach. 

An integrated example from Sweden. The situation in 
Sweden presents an interesting case of balancing 
climate change issues with other energy policy goals. 
Sweden uses more nuclear-generated electricity per 
capita than any other country. In 1980 a public 
referendum called for a full phase-out of nuclear 
power. The referendum led to a parliamentary deci- 
sion to phase out the country's 12 nuclear power 
plants by 2010. Sweden has also committed to hold- 
ing CO2 emissions at or below 1988 levels and 
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Figure 3. Swedish primary energy, energy service costs (efficiency invest- 
ments and purchased energy) and energy import dependence: 1987 and 
scenarios for 2010. 
Notes: All services derived from electricity, district heat, and 15 TWh of industrial 
process heat are incorporated. Electricity from hydroelectric, nuclear, and wind power 
is converted to its fuel equivalent using a 36% thermal efficiency. Electricity demand in 
the least-cost and least-emissions scenarios is 25% lower than 1987 levels. In contrast, 
electricity-use increases by 9% in the no-policy scenario. All scenarios include a 
complete phase-out of nuclear power by 2010, as called for by the Swedish govern- 
ment.  a Frozen-efficiency baseline. End-use efficiencies do not improve beyond 1987 
(base-year) levels. Electricity demand is met with existing non-nuclear power plants 
and by new efficient power plants half fueled by coal and half by natural gas. CHP is 
used extensively, both for industry and municipal district heating, b No-policy scen- 
ario. In this scenario, no new policies are implemented to increase the efficiency of 
electricity-use or to increase the use of renewable supply sources. The scenario 
includes only those efficiency improvements that are expected to result from a 
cost-driven average 50% increase in real electricity prices. The energy supply mix for 
electricity production is the same as in the frozen-efficiency baseline. CLeast-cost 
scenario. This scenario goes beyond the no-policy scenario to show the impact on 
electricity demand if the most efficient technologies (for appliances, motors, lighting, 
etc) available today or near commercialization were introduced at the natural rate of 
capital turnover up to the year 2010. Also included is some fuel switching in heating 
systems that can currently use electricity in combination with other fuels. Only those 
measures costing less than the electricity they save are employed. The energy supply 
mix from the preceding scenario is retained, d Least-emissions scenario. This scenario 
begins with the end-use measures included in the least-cost scenario and introduces 
gasified biomass fuel for electricity production (replacing fossil fuels). A small amount 
of wind-generated electricity is also included. Natural gas is used after available 
biomass resources are allocated. 

abstaining from constructing hydroelectric plants on 
the country's four remaining wild rivers. Hence, 
Sweden offers an acid test of energy planning in the 
face of potentially conflicting national policy goals. 

Possibilities for meeting these goals were identi- 
fied in a detailed assessment recently completed by 
Vattenfall (the Swedish State Power Board) and the 
University of Lund. 3° The boundary conditions en- 
compass the energy services provided in the base- 

year (1987) by electricity, cogeneration, district 
heat, and some industrial process heat: 63% of total 
primary energy supply in Sweden. 3a Four electricity 
demand scenarios were developed, each incorporat- 
ing the structural and demographic expansion associ- 
ated with an anticipated 54% increase in real GNP 
to the year 2010, as assumed by the Ministry of 
Finance. 

Figure 3 shows the types of fuels used to supply 
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Figure 4. An integrated resource supply curve for Sweden in 2010 (Figure 4a) and the corresponding net costs of avoiding 
greenhouse gas emissions (Figure 4b). 
Notes: Each step represents a particular supply or demand-side measure (see key) used to meet the total demand for energy services, ie 
the frozen-efficiency scenario (denoted in TWh-equivalents) projected for the year 2010. Figure 4a reflects the least-emissions scenario 
described in Figure 3. The width of each step in Figure 4a shows the energy provided or conserved by the measure. The height of each 
step is the measure's levelized cost/kWh-equivalent (using a 6% real discount rate), The net costs of avoiding emissions shown in Figure 
4b reflect technology changes in the power and heat sector between 1987 and 2010 (eg existing hydroelectric plants are not shown). The 
horizontal axis shows greenhouse gas emissions (as carbon-equivalents) for the various scenario levels given in Figure 3. The vertical axis 
indicates the net cost of achieving the emissions reductions for each measure (using the method described in Appendix 1). Negative costs 
reflect a net economic benefit compared to the no-policy scenario. 53 Rankings shift in some cases between Figures 4a and 4b because the 
type and amount of avoided emissions varies depending on the measure. The IPCC label indicates the level of reductions necessary to 
stabilize atmospheric concentrations of greenhouse gases, according to the Intergovenmental Panel on Climate Change. Key: 1. 
Residential space heating (including effect of existing standards); 2. Conversion of large heat pumps; 3. Efficient electronic office 
equipment; 4. Efficient appliances (excluding lighting); 5. Efficient lighting - residential, incandescents; 6. Efficient lighting - 
commercial and industrial, incandescents; 7. Efficient motors, pumps, fans, compressors, etc; 8. Fuel switching to gas from electricity; 9. 
Efficient lighting - commercial and industrial fluorescents; 10. Existing hydroelectric plants; 11. Fuel switching to oil from electricity; 12. 
Miscellaneous efficiency improvements; 13. Efficient commercial food preparation; 14. Supplemental district heating (biomass); 15. 
Industrial process heat from cogeneration; 16. District heating from cogeneration; 17. Existing industrial cogeneration - electricity; 18. 
Heat pump - existing electric boiler; 19. Industrial cogeneration with biomass; 20. Cogeneration, biomass - (v existing cogeneration); 21. 
Cogeneration, biomass - (v new central station); 22. Cogeneration, biomass - (v new cogeneration); 23. Existing oil condensing plants; 
24. Heat pump - existing direct electric; 25. Wind turbines; 26. Existing gas turbines. 

the electricity and heat required in the four scenar- 
ios, the portion of this energy that is imported, and 
the resulting costs per unit of energy services pro- 
vided (for purchased energy plus efficiency invest- 
ments). Energy import dependence drops from to- 
day's value of 54% to 38% in the least-cost scenario 
and to 11% in the least-emissions scenario. 

The means of providing energy services in the 
least-emissions scenario for 2010 are depicted in 
Figure 4a. This 'integrated resource supply curve' 
includes 26 steps representing demand-side efficien- 
cy improvements and supply options, including ex- 
isting supply systems such as hydroelectric power, 
that are projected to be used in 2010. The steps are 
ranked by increasing cost of delivered energy ser- 
vices (C/kWh-equivalent). The integrated resource 
supply curve improves upon the familiar conserva- 
tion supply curve by explicitly incorporating the size 
and costs of various supply options, rather than 
assuming a generalized cut-off point beyond which 
energy-efficiency is not cost-effective. This is impor- 
tant given that supply-side options vary in cost and in 

their potential contribution to the energy system. 
The cumulative greenhouse gas emissions avoided 

by each change from the existing system (20 steps) 
are shown in Figure 4b, where the measures are 
re-ranked in order of increasing cost of avoided 
emissions. The no-policy scenario results in annual 
emissions of 17.8 mt carbon-equivalent in the year 
2010, a sixfold increase from 1987 levels. These 
emissions are reduced by 44% in the least-cost 
scenario but are 165% higher than base-year emis- 
sions. This situation is amended in the least- 
emissions scenario by bringing biomass (and a small 
amount of wind-generated electricity) into the supp- 
ly mix. In this scenario, emissions decline to only 2.4 
mt: 35% below actual 1987 levels. 

The projected (no-policy scenario) emissions are 
avoided at an average net economic benefit to 
society of $41/tonne. This net benefit, however, is 
$102/tonne carbon-equivalent less than the benefit 
derived from the least-cost case. The $102/tonne 
difference between the two cases can be viewed as 
the net economic cost (value) to Sweden of achiev- 
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Table 1. Alternative commercial energy-use scenarios for developing countries, s° 

2025 a 
Goldemberg 

1985 et al RCWP b RCW b 

Final energy (E J) 
Fuel 55.0 149.4 (2.5) 150.0 (2.5) 170.1 (2.9) 
Electricity 5.6 26.5 (4.0) 35.1 (4.7) 39.9 (5.0) 

Total 60.6 175.9 (2.7) 185.1 (2.8) 210.0 (3.2) 

Primary energy (E J) 
Fossil fuel 71.0 124.5 (1.4) 132.6 (1.6) 242.8 (3.1) 
Hydro 6.5 20.5 (3.7) 33.2 (4.3) 28.9 (3.9) 
Nuclear 0.7 1.4 (1.9) 13.8 (7.7) 14.3 (7.8) 
Biomass 0.0 76.5 76.5 4.8 
Solar 0.0 6.7 17.0 5.2 

Total 78.2 229.6 (2.7) 273.1 (3.2) 296.0 (3.4) 

Carbon emissions (GT) 1.5 2.2 (1.0) 2.9 (1.7) 5.4 (3.3) 

a Average growth rates (in %/year) for the period 1985-2025 are given in parentheses. 
b These are the projections made by the US Environmental Protection Agency (EPA) 
for its rapidly changing world (RCW) scenario and its rapidly changing world with 
policy (RCWP) scenario. 51 

ing reductions beyond the point where the individual 
measures can be implemented with no net cost to 
society. 32 The carbon taxes introduced in Sweden in 
1991 are $150/tonne, suggesting that the $102/tonne 
premium is well within the bounds seen as reason- 
able by the Swedish government. 

Developing countries 
Future greenhouse gas emissions in developing 
countries are of special concern because of the 
rapidly growing demand for energy services there. 
Energy, however, need not constrain development 
of the material  s tandard of living in these 
countries. 33 Encouraging technological 'leapfrog- 
ging' to reduce the cost of energy services (ie, the 
adoption of technologies that are more efficient than 
the average in industrialized countries) must become 
a major objective in development policy. 

Two scenarios for developing countries (for supp- 
ly and demand respectively) indicate that fossil-fuel 
carbon emissions can be constrained to 2.2 GT/year 
in 2025. 34 In the supply scenario, natural gas and oil 
each contribute one-third of the commercial fuel 
supply, and most of the balance is met with biomass 
(Table 1). In comparison, the US Environmental 
Protection Agency (EPA) has estimated that emis- 
sions in developing countries will grow to 5.4 GT/ 
year by 2025. 35 The EPA estimate does not include 
new policy initiatives aimed at reducing emissions. 

An integrated example from Karnataka, India. The 
official long range plan for power projects (LRPPP) 
for the electricity sector in Karnataka projects a 
more than threefold expansion of electricity genera- 
tion and consumption between 1986 and 2000. In 

meeting this projection, the plan calls for annual 
expenditures of $3.3 billion/year and expansion of 
coal-fired electricity generation capacity, resulting in 
a 0.83 million tonne (127%) increase in annual 
carbon emissions from current levels. 

An alternative scenario developed for Karnataka 
by the Department of Management Studies at the 
Indian Institute of Science would provide a much 
higher level of electricity services than the LRPPP 
plan. 36 Electricity demand in this scenario, however, 
only doubles between 1986 and 2000, as a result of 
investments in efficiency-improvement measures 
and the introduction of solar water heating and LPG 
stoves. The additional demand is met with cogenera- 
tion in sugar factories, mini/micro hydroelectric sys- 
tems, and decentralized rural power generation 
based initially on biomass and later on photovol- 
taics. Annual expenditures of $0.6 billion are called 
for, and annual carbon emissions increase by 0.004 
million tonnes. The net economic benefit of this 
scenario compared to LRPPP plan is over $3 000/ 
tonne of avoided carbon emissions. The scenario 
illustrates that, even in developing countries, in- 
creasing electricity service levels and, thereby, living 
standards need not lead to emissions increases. 

Policies 

Although some of the technologies incorporated in 
the scenarios described above would be adopted 
under current market conditions, others would not. 
The opportunities lost when inefficient new vehicles, 
equipment and buildings are added to the stock are 
of primary importance. 

Existing markets can not be relied upon to lead to 
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the sufficient use of technologies that cost-effectively 
reduce greenhouse gas emissions because: (1) biases 
towards conventional supply systems lead to under- 
investment in energy efficiency; (2) consumers lack 
sufficient information, financing and access to the 
full spectrum of available equipment; and, (3) ener- 
gy prices normally do not reflect marginal costs or 
the costs of externalities, such as climate change. 

Despite the fact that the global end-use scenario 
described earlier is consistent with plausible values 
of income and price elasticities, and with energy 
prices not much higher than those at present, 37 
market failures are steering the energy sector to- 
wards a future with much higher energy demand and 
greenhouse gas emissions. New policies are required 
to remedy this situation. 

The kinds of policies described below are within 
the sphere of government-level policymaking. We 
indicate the general nature of such policies and offer 
a few examples of their application. Specific policies 
and their implementation must be chosen to fit the 
cultural, political and market conditions of each 
nation. 38 

• Redefining the mission of energy suppliers and 
creating new markets for energy efficiency or 
emissions offsets can help build markets for 
energy services rather than energy per  se. 39 

Some US utilities have more than a decade of 
experience with operating informational and 
financial-incentive programmes to promote 
energy efficiency. 4° As noted earlier, a number 
of European electric utilities have used finan- 
cial incentives to promote energy-efficient 
lighting. In a new entrepreneurial initiative, 
the Swedish utility Vattenfall is spending $150 
million (1 billion kroner) to help finance the 
kinds of end-use technologies described earlier 
in the least-emissions scenario. Some electric 
utilities in the USA have gone a step further by 
implemented innovative auction systems in 
which vendors of energy-efficiency services are 
able to compete with power plant suppliers. 

Creating markets for tradeable emissions 
offsets is another promising and economically 
efficient way to stimulate investments in ener- 
gy efficiency. This is exemplified by recent 
amendments to the US Clean Air Act that set 
limits on total SO2 emissions by individual 
utilities. Utilities emitting less than their SO2 
allowance - eg by increasing energy efficiency 
- can sell the excess emissions rights to other 
utilities. 

• Governments and other large buyers of energy- 
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using equipment can use innovative procure- 
ment systems to promote the design and com- 
mercialization of more efficient products. The 
Swedish National Energy Administration, for 
example, has cooperated with the largest 
building-management companies in Sweden to 
submit efficiency-oriented procurement pro- 
posals to appliance manufacturers. As a first 
step, this group has invited the manufacturers 
to produce new refrigerator-freezer designs 
that feature improved energy efficiency. The 
result has been positive: new units will be 
commercialized in 1991 that achieve 55% low- 
er electricity-use than the most efficient models 
now on the market, while eliminating CFCs 
from the insulation. 4~ 

• Emissions taxes can be used to signal the need to 
lower emissions, to fund implementation of 
measures that achieve emission reductions and 
to create funds for research, development and 
demonstration (RD&D). To generate US$30 
billion/year would only require a $1/bbl- 
equivalent charge on fossil fuels. 42 Such a tax 
would be important, but, for institutional and 
other reasons, the charge would not in itself 
create a significant impact on the market. 43 

• Energy performance standards should be intro- 
duced when market failures inhibit the attain- 
ment of optimal end-use efficiency goals. Auto- 
mobile efficiency opportunities offer an in- 
structive example. The total cost of owning and 
operating an automobile is essentially constant 
over a wide range of fuel economies, 44 result- 
ing in the lack of an incentive for improved 
energy efficiency. As a remedy for this type of 
problem, standards have been used in many 
countries. For example, the USA has fuel- 
efficiency standards for automobiles, buildings 
and household appliances, and standards are 
pending at the State or national level for 
motors, lighting and other technologies. 4s 
Energy-performance standards are a logical 
extension of safety and other standards now in 
place to protect both consumers and the en- 
vironment. Society benefits from energy- 
performance standards that maintain energy 
service levels while yielding a reasonable re- 
turn on the investments associated with in- 
creased energy efficiency. 

• RD&D priorities can be changed to reflect the 
most promising strategies for combating cli- 
mate change. The current funding priorities of 
International Energy Agency member govern- 
ments are indicated in Figure 5. Nuclear ener- 
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Figure 5. RD&D budgets (US$6.88 
governments, 1988. 54 

gy is receiving over half of the funding, despite 
its limited potential to reduce greenhouse gas 
emissions or the cost of energy services, 46 and 
despite the fundamental security problem of 
creating weapons-proliferation-proof nuclear 
energy systems. 47 As of 1988, end-use efficien- 
cy received only 7% of the countries' RD& D  
budgets and renewable energy sources re- 
ceived 8%. The share of total RD&D allocated 
to energy efficiency and renewable energy de- 
clined between 1977 and 1988. 4s In a strategy 
to abate global climate change, renewable 
sources and energy efficiency should become 
the major focus for government-sponsored 
R&D because of their long-term potential to 
reduce emissions, their security-enhancing 
benefits, their present costs and the small size 
of the existing industrial base. 49 

Observations and conclusions 

The examples we have shown for the USA and 
Sweden suggest that industrialized countries can 
significantly reduce their energy sector greenhouse 
gas emissions within 10 to 20 years by implementing 
measures with no net economic costs to society. Our 
example from a developing country (the state of 
Karnataka in India) suggests that emissions can be 
constrained to current levels at a net economic 
benefit,  even with a doubling of electricity supply 
and even greater growth in the level of energy 
services delivered. 

A commitment to implementing policies can be 

billion) in International Energy Agency 

justified on its economic merits alone. A wait-and- 
see policy is economically inefficient, and also for- 
goes non-economic benefits to society, such as en- 
hanced national/international security and the re- 
duced environmental impacts beyond those associ- 
ated with climate change. 

Our results show much lower costs for reducing 
greenhouse gas emissions than those arrived at using 
econometric models. Our methods differ from eco- 
nometric methods in several important respects. We 
focus on emissions reductions that can be achieved 
now while ensuring a reliable supply of the energy 
services required for desired development and eco- 
nomic growth. Taking an end-use perspective en- 
ables us to incorporate new factors that cannot be 
accounted for by models based on observations of 
the past. It also enables us to identify existing 
market failures and to analyse policy options aimed 
at making markets work better. 

Despite our conclusion that something, indeed 
quite a bit, can be done, the strategies that we have 
described are not sufficient to achieve the approx- 
imately 60% emissions reductions required to stabil- 
ize atmospheric concentrations of greenhouse gases 
in the long term. Ongoing and accelerated technolo- 
gical development,  reforestation and structural and 
behavioural changes not analysed in this article offer 
prospects of further emissions reductions. It is im- 
portant to begin now with measures that are econo- 
mically justified, rather than waiting until a detailed 
strategy for meeting long-run emissions-reductions 
targets can be developed. 
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Appendix 1 
Methodology for calculating the cost of avoiding greenhouse gas emissions 

Quantifying and comparing elude the known effects of CO2, CH 4 rate fuel-cycle emissions associated 
greenhouse  gases o ther  than C 0 2  and t ropospher ic  ozone (03) from with mining, processing, transporting 

In comparing the emissions from va- methane  oxidation and, in the case of and burning the fuels. The greenhouse 
rious fuels and technologies,  we in- automobiles ,  (NzO). 55 We incorpo- propert ies of each gas are expressed in 
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t e rms  of  c a r b o n - e q u i v a l e n t s  and 
added together. We use natural gas 
leakage rates of 1% of production for 
new distribution systems. Emissions 
from own-use (on-site) energy and 
those related to the energy embodied 
in materials are not included. Doing 
so would, in many cases, improve the 
attractiveness of efficiency and renew- 
ables in comparison to tradit ional 
energy systems. 

Since the atmospheric  residence 
times of greenhouse gases differ, it is 
necessary to choose a time period 
under which comparisons of the gases' 
relative greenhouse forcing will be 
made. In this article, we use a 20-year 
period in order to incorporate the 
effect of the gases on the rate of 
climate change and to give a fair basis 
for evaluation of measures and policies 
aimed at buying time in a near-term 
perspective (ie, 0 to 20 years). A 
long-term (100 years or more) pers- 
pective would discount the role of 
methane emissions in our compari- 
sons. 

The result ing carbon-equiva lent  
emissions factors are (grams/M J): 
Coal 30.6; oil 24.6; natural gas 17.2; 
and gasoline 25.7. 56 When shifting 
from a 20-year to a lifetime perspec- 
tive (ie, integrating from zero to infin- 
ity), carbon-equivalent emissions de- 

No-regrets strategies for reducing greenhouse gas emissions 

Cost o f  a given measure - Cost o f  base-case measure 

Emissions from base-case measure - Emissions from the given measure 

Net cost ($) 

Net emissions (tonnes) 

Figure 1. 

cline by 19.6% for coal, 16.7% for oil, 
and 19% for natural gas. 

Est imat ing  the net  cost  (benefit) o f  
avoiding greenhouse  gas emiss ions  

To compare various technical and 
fuel-choice measures for reducing 
emissions, to the corresponding base 
case, we use an indicator called the 
cost of avoided carbon-equivalent  
(CAfeq) 57 which is shown in Figure 1. 

The following is an i l lustration 
based on conserving coal-based elec- 
tricity with adjust ible-speed motor 
drives (7th item in Appendix 2, Table 
1). The levelized cost of conserved 
electricity is $0.0111/kWh) v an elec- 
tricity supply cost of $0.0436/kWh 
(busbar cost). The electricity produc- 
tion results in emissions of 318 grams 
of carbon-equivalent/kWhe. Choosing 
the efficiency strategy would result in 
a cost of avoided carbon-equivalent 
with a net economic benefit: 

0.0111 S/kWh - 0.0436 S/kWh 

318 grams Ceq/kWh - 0 grams Ceq/kWh 

= -$102/tonne carbon-equivalent 

Emissions associated with the measure 
are zero for efficiency strategies, but 
are positive for substitution to fuels 
with net emissions of greenhouse 
gases. 
55Deborah Wilson, 'Quantifying and com- 
paring fuel-cycle greenhouse gas emissions 
from coal, oil and natural gas consump- 
tion', Energy Policy, Vol 18, No 6, July/ 
August 1990, pp 550-562. 
56Motor fuel emissions rates are derived 
from DeLuchi et al, op cit, Ref 9, based on 
Wilson, Ibid. 
57For further detail on this method (as 
applied to carbon emissions), see F. 
Krause and J. Koomey, 'Unit costs of 
carbon savings from urban trees, rural 
trees, and electricity conservation: a utility 
cost perspective', Proceedings of the Work- 
shop on Saving Energy and Reducing 
Atmospheric Pollution by Controlling Sum- 
mer Heat Islands, Lawrence Berkeley 
Laboratory, Report No 27872, CA, USA, 
1989. 

Appendix 2 
Examples of the cost of avoiding greenhouse gas emissions 

In order to evaluate and rank the 
economic efficiency of technologies to 
reduce greenhouse gas emissions we 
have constructed a list of examples of 
specific measures  and their  costs 
(Tables 1, 2, and 3). These measures 
are grouped into three categories: 
electricity, heating and transportation 
and include efficient end-use tech- 
nologies, conversion technologies and 
fuel substi tution options.  In each 
category, a base case is chosen (eg, 
power production with coal or natural 
gas) and its costs and emissions are 
compared with those of alternatives 
(eg, efficient lighting equipment). The 
Tables distinguish between available 

and emerging technologies. Data are 
not yet available to enable the consis- 
tent and comprehensive inclusion of 
indirect infrastructure-related costs. 

The results incorporate CO2 and 
other important  greenhouse gases. 
The economic results are expressed in 
terms of the cost of avoided carbon- 
equivalent: Cmfeq (ie, the cost of a 
strategy to reduce emissions minus the 
cost of a base-case strategy, divided by 
the amount of emissions reduced ($/ 
tonne)). A negative CACeq corres- 
ponds to a net economic benefit, ie the 
cost of the emissions-reducing strategy 
is lower than the cost of the base-case 
strategy. Appendix 1 shows a sample 

calculation and describes our method 
of treating emissions in more detail. 

The costs of avoided fuels are listed 
under the headings for each Table. 
When comparing the results, care 
must be taken to focus both on the 
cost of avoided emissions and the 
amount of emissions avoided. A small 
quantity of avoided emissions and a 
relatively large cost differential will 
lead to a large CACeq, as in the case of 
coal gasification for electric power 
production. The percentage-reduction 
values shown in the Tables put each 
measure in perspective. 
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Table 1. Examples of avoided emissions and their costs: electricity. 

Measure 
Resource 
cost 

(S/kWh) 

Electricity a 

(Cost of avoided resource (coal): $0.44/kWhe) 

End-use efficiency b 
Available technologies 

Lighting (incandescent--* compact fluorescent) -0.011 318 
Lighting (efficient fluorescent tube) -0.007 318 
Lighting (lamps, ballasts, reflectors) 0.013 318 
Refrigerator/freezer, no CFCs 0.018 318 
Freezer, automatic defrost, no CFCs 0.022 318 
Heat pump water heaters 0.034 318 
Variable-speed motor drive 0.011 318 
US field data, multifamily, leaking retrofits 0.038 318 
Retrofits in 450 US commercial buildings 0.026 318 
No-cost or behavioural measures 0 318 

Electricity production c (busbar costs) 
Available technologies 

Biomass steam-electric (woodfuel) 0.041 318 
STIG (gasified coal) 0.041 9 
STIG (natural gas) 0.027 163 
Wind (1988) 0.054 318 
Solar thermal electric (1988) 0.114 318 
Solar photovoltaics (1988) 0.231 318 
Nuclear 0.057 318 

Emerging technologies 
ISTIG (gasified coal) 0.034 57 
ISTIG (natural gas) 0.024 187 
Chemically recuperated gas turbine 0.029 204 
Solar thermal electric 
(2000) 0.043 318 
(2010) 0.036 318 
(2020) 0.031 318 
Solar photovoltaics 
(2000) 0.072 318 
(2010) 0.050 318 
(2020) 0.036 318 
Wind 
(2000) 0.033 318 
(2010) 0.027 318 
Nuclear - industry target for USA 0.040 318 

Fuel choice (STIG technology in all cases) 
Avoided resource costs (gasified coal): $0.071/kWh) 

Gasified coal ~ natural gas (1990) 0.027 155 
Gasified coal ---, biomass (sugar) (-2000) 0.033 309 

Avoided emissions 

(g Carbon-eq/kWh) (%) 

100 
100 
100 
100 
100 
100 
100 
100 
100 
100 

Cost of avoided 
carbon-equivalent 
(CACeq) 

($/tonne) 

-171 
-159 

- 9 6  
- 7 9  
-67  
- 3 0  

-102 
-19  
-54  

-137 

100 - 9  
3 -313 

51 -103 
100 33 
100 221 
100 588 
100 41 

18 -176  
59 -106  
64 -73  

100 - 1  
100 - 2 4  
100 - 4 0  

100 89 
100 22 
100 - 2 4  

100 -33  
100 -51  
100 -11  

50 -91  
100 -25  

Notes: a Unless noted, the annualized costs of efficiency and supply measures are calculated with a 6% real discount rate and no taxes. 
Costs for electric power plants are amortized over a 30-year period. Efficiencies based on higher heating value (HHV) are used 
throughout this analysis. The reference (avoided) technology is a coal (2 x 500 MW) steam-electric plant, 34.6% efficiency, $1370/kW 
capital cost, and operations and maintenance (O&M) costs of ¢0.89/kWh. For all power plant costs: 70% capacity factor, coal price 
$1.79/GJ, natural gas price $2.10/GJ. b Three lighting examples: The first two measures result in a net benefit because reduced labour 
costs exceed incremental capital costs 58 (7% real discount rate); Refrigerator and freezer without CFCs: assumes a blend of 
hydrochlorofluorocarbons (HCFC-22, HFC-152a, and HCFC-124) with 97% lower ozone-depleting potential than the CFC-12 
refrigerant currently used. For foam insulation, today based on CFC-11 as a blowing agent, alternatives are based on HCFC-141b and 
HCFC-123 which in fact have higher insulating values than current foams (7% real discount rate); 59 Variable-speed motor drive: ABB 
Corporate Research (personal communication, Ears Gertmar, 1988). Capital cost $104/kW (750 kW motor). Assumes installation costs 
equal to 8% of capital cost; 15-year lifetime; 4 000 hours/year; 35% reduction in electricity requirement; Heat-pump water heater: 
adapted from Brown et al, assuming 2 000 kWh/year reduction in electricity required, 10-year life; 6° US field data, multi-family space 
heating: includes measured data from 42 actual projects in the USA. 61 c STIG (Steam-injected gas turbine) for gasified coal: 2 x 50 MW 
steam-injected gas turbine (STIG), air-blown gasifier, hot-gas clean-up, 35.6% efficiency, $1 300/kW capital cost and ¢0.71/kWh O&M 
costs; STIG for natural gas: 4 × 51 MW, 40% efficiency, $410/kW capital cost and ¢0.29/kWh O&M costs; Chemically recuperated gas 
turbines: assumes 54% efficiency, $500/kW capital cost, 70% capacity factor. 62 O&M costs assumed same as for gas-fired STIG systems; 

63 Biomass-steam $1 500/kW capital cost, $0.005/kWh O&M, $1.5/GJ fuel cost, wind, solar, thermal, and solar photovoltaies. These 
prices are based on the RD&D intensification scenarios developed by five US National Laboratories; Nuclear: see, op cit, Ref 7; ISTIG 
(intercooled STIG) coal: 110 MW, 42.1% efficiency, $1 030/kW capital cost and ¢0.60/kWh O&M costs; gas: 114 MW, 47% efficiency, 
$400/kW capital cost and ¢0.29/kWh O&M costs; Fuel choice: the coal base-case is gasified coal v natural gas: 64 Gasified coal v biomass: 
111 MW BIG/ISTIG system. 65 
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Table 2. Examples of avoided emissions and their costs: heating and fuel choice. 

Measure 
resource 
cost 

(S/G J) 

Heating and fuel choice 

(Cost of avoided resource (oil): $5.56/GJ) 

End-use efficiency a 
Available technologies 

Low-emissivity window glass 1.75 25 
Flame retention head burners 0.93 25 
US field data, multi-family, heating retrofits 3.00 25 
No-cost or behavioural measures 0 25 

Fuel choice b 
Methanol (from sugar industry)(~2000) 11.53 31 
Biomass (1990) 

High price (Sweden) 3.00 25 
Low price (Brazil) 1.50 25 

Biomass in district heating (including capital costs + O&M) 
1990 9.94 35 
2010 8.46 35 

Avoided emissions 

(g Carbon-eq/MJ) (%) 

Cost of 
avoided 
carbon-equivalent 
(CACeq) 

($/tonne) 

100 -155 
100 -188 
100 -104 
100 -226 

100 -95 

100 -104 
100 -165 

100 63 
100 - 4  

Notes: a Low-emissivity window glass: transmittance reduction of 0.23 W/m2-K in a climate with 3 316 HDD(C); 66 Flame retention head 
burners: assumes 18% fuel-requirement reduction, $300 incremental cost, 10-year life; 67 US field data, multi-family space heating: 

h . ~-- 68 includes measured results for 111 actual retrofit projects around t e u 3 ~ .  b For comparison, the reference feedstock is coal; Methanol: 
near-term technology assumed to be the pressurized, steam/oxygen-blown, fluidized bed biomass gasifier that has been developed by the 
Institute of Gas Technology, in plant sizes of 101.5 million gallons/year production capacity. Costs are significantly lower ($8.56/GJ) for a 
555.6 million-gallon-per-year plant. 69 Biomass in district heating: calculations are for Swedish conditions, assuming 4 000 hours/year 
operation, 20-year economic life, $370/kW capital cost, 88% thermal efficiency, $5.22/GJ fuel price (coal) in 1990 and $3.92/GJ in 2010. 

Table 3. Examples of avoided emissions and their costs: transport. 

Passenger cars a 

End-use efficiency b 
(Cost of avoided resource: $12.63/GJ (high); $5.17/GJ (low) 

Available technologies 
US CAFE standards (16.8 to 8.7 1/100km) 
Average (8.7 to 6.2 1/100km) 
No-cost or behavioural measures 

Cost of 
Measure avoided 
resource carbon -equivalent 
cost Avoided emissions (CACeq) 

(S/G J) (kg/GJ) (%) ($/tonne) 

0.86 26 100 -458 -168 
5.17 26 100 -290 0 

0 26 100 -492 -201 

Fuel Choice c 
(Cost of avoided resource: $1.2/100km (low), $2.9/100km (high)) 

Gasoline --* compressed natural gas 
Gasoline ~ methanol from natural gas 
Gasoline ~ methanol from coal 
Gasoline ~ methanol from biomass (present) 3.10 
Gasoline ~ methanol from biomass (near-term) 1.70 

Electric cars (operating-cost comparison) 
Gasoline ~ electric car (natural gas) 0.19 
Gasoline ~ electric car (biomass) 0.29 

($/100 kin) (kg/lOOkm) (%) 

Higher emissions than from gasoline 
Higher emissions than from gasoline 
Higher emissions than from gasoline 

7.5 100 22 253 
7.5 100 -164 67 

6.4 86 -427 -158 
7.5 100 -352 -122 

Notes: ~ Reference-technology emissions for passenger cars: gasoline (7 500 gCeq/100 km, at current US new-car average fuel economy 
of 8.4 litres/100 km); bGasoline prices: Gasoline prices (excluding taxes) vary amongst industrialized countries. We show cost calculations 
for the two extreme ends of the range. The 'high' gasoline price is from Japan and the 'low' price from the USA. Fleet improvement: This 
reflects measures already used in the automobile industry, applied nationally (USA) without changing the size distribution of the car 
stock. 7° The manufacturing costs of these measures should be comparable in the other major automobile-producing countries. The 
potential application of the measures to new cars sold outside of the USA depends on the extent to which they are already in u s e ; 7 1  c Fuel 
choice: Because the energy content of methanol and the energy efficiency of methanol cars differ from those of gasoline and 
gasoline-fueled cars, we show costs in terms of $/100km. For methanol cars, we use a vehicle efficiency that is 15% higher than that of 
gasoline-fueled cars. The assumed gasoline fuel efficiency is 8.4 litres/100km, the US average for new cars. The biomass feedstock price 
for methanol production is $2.33/GJ (both cases). The coal price is $1.48/GJ. Through an extensive literature review, Sperling and 
DeLuchi concluded that the vehicle price and maintenance costs for single-fuel methanol cars will become comparable to those for similar 
gasoline cars (ie, with same size, range, weight, vehicle life and power) in the near-term. 72 The only cost differential associated with 
owning and operating a methanol car, therefore, will be that of the fuel. Although methanol fuels (from natural gas or biomass) cost 
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more per unit of energy than gasoline today, 73 part of this price differential will be balanced by the inherently better efficiency of 
methanol cars. Fuel-switching from gasoline to methanol manufactured from natural gas would increase the carbon-equivalent emissions 
per vehicle kilometre driven. The difference, however, is small and must be weighed against the potential role of natural gas as a 
transition fuel while biomass-based methanol supplies are made available; Electric cars: The calculations for electric cars are based on 
GM's prototype Impact discussed in the text, assuming the electricity is made with the currently available power plants (the first and third 
entries under the 'Electricity Production' heading in Table 1). The comparison is based strictly on operating costs. 

58M.A. Piette, F. Krause and R. Verder- 
ber ,  Technology Assessment: Energy- 
Efficient Commercial Lighting, Lawrence 
Berkeley Laboratory, Report No 27032, 
CA, USA, 1989. 
59See United States Environmental Protec- 
tion Agency, op cit, Ref 51. 
6°Brown et al, op cit, Ref 49. 
61C.A. Goldman, K.M. Greely and J.P. 
Harris, Retrofit Experience in the U.S. Mul- 
tifamily Buildings: Energy Saving, Costs, 
and Economics ,  Lawrence  Berkeley  
Laboratory, Report No 25248 1/2, CA, 

USA, 1988, p 24. 
62California Energy Commission, op cit, 
Ref 19. 
63Solar Energy Research Institute, op cit, 
Ref 6. The costs shown in this report 
include taxes (ie a fixed charge rate is 
used). We recalculated the costs using a 
6% real discount rate and no taxes. 
64Williams and Larson, op cit, Ref 7. 
65Ogden et al, op cit, Ref 21. 
66Geller et al, op cit, Ref 49. 
67Brown et al, op cit, Ref 49. 
68Goldman et al, op cit, Ref 61. 

69R.H. Williams, Will Constraining Fossil 
Fuel Carbon Dioxide Emissions Really 
Cost So Much?, Center for Energy and 
Environmental Studies, Priceton Universi- 
ty, NJ, USA, 1990. 
7°Personal communicat ion,  David L. 
Greene, Oak Ridge National Laboratory, 
14 May 1990. 
71D. Sperling and M.A. DeLuchi, 'Is 
methanol the transportation fuel of the 
future?', Energy, Vol 14, No 8, pp 469- 
482. 
73Williams, op cit, Ref 69. 
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